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Source imaging and sidelobe suppression using time-domain
techniques in a shallow-water waveguide
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Naval Research Laboratory, Stennis Space Center, Mississippi 39529-5004

C.S. Clay

Geophysical and Polar Research Center, University of Wisconsin-Madison, 1215 West Dayton Street,

Madison, Wisconsin 53706
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Source localization in a shallow-water waveguide, using harmonic (cw) techniques, is typicaily
complicated by the repetitive sidelobe structure of the acoustic field. For this reason, much
interest has been shown recently in the development and implementation of time-domain
methods, which should achieve better performance because of their additional frequency-
averaging capability. In a previous publication [C. S. Clay, J. Acoust. Soc. Am. 81, 660-664
(1987) ], the basis for optimum signal transmission and source localization in a waveguide
using time-domain techniques was described. In this present work a simple two-layer Pekeris
model with shallow water depth (20 m) and short range (1500 m) has been used to compute
image resolution and sidelobe suppression as a function of frequency bandwidth, number of
modes, and the number of receivers in an array. The results indicate that source localization
performance is most strongly dependent upon the bandwidth and number of modes available
to carry the signal transmission. The physical mechanism for narrowing the source image and
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suppressing sidelobes is spatial averaging of the acoustic field due to variation of the horizontal
wave numbers for the modes as a function of frequency. Improvements in mode sampling, by
increasing the number of receivers, also reduced the level of sidelobes, but did not improve the

resolution of the image.

PACS numbers: 43.30.Wi, 43.20.Mv

INTRODUCTION

In a series of recent papers, Clay'~* has described the use
of mat::hed filters and deconvolving filters to locate a tran-
sient (or impulsive) source in a waveguide. His technique
uses the transmission from the source along the waveguide
to one or two receivers. A matched filter is applied to the
received signal which, by reciprocity, is equivalent to the
transmission of the time-reversed signal from the receiver
back to the source position. A mapping of the field in the
waveguide gives the source location. Both the numerical
studies and experiments showed that false locations and
sidelobe ambiguities are serious problems. To improve reso-
lution, the next logical step is to receive an impulsive trans-
mission at an array of rcceivers and use more channels of
information. The ensemble of time-reversed signals from the
array then constitutes an impulse hologram.” If one projects
the time reversal of the signals from the array, one gets an
image of the source in the backward direction. Projection of
the impulse hologram in the forward direction continues the
propagation in the waveguide.

Source imaging using impulse or time-domain hologra-
phy is related to conventional matched-array filtering or
matched-field source location technigues.>* Impulse holog-
raphy uses many frequencies and one or two receivers while
mat~hed-ficld techniques use one frequency and many re-
ceivers. In a sense they are related by Fourier transforma-
tions. It seems reasonable to expect that the combination of
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many frequencies and receiving arrays ought to work better
than either techuique alone. One of our purposes here is to
explore the dependence of location performance of impulse
holography on the number of receivers in an array.

Impulse holography uses the actual data set recorded at
an array of hydrophones to reconstruct the wave fronts, and
therefore the imaging operation does not require prior as-
sumptions about the number and nature of the sources. The
source emissions can include impulsive, random, and peri-
odic sources. However, the acoustical properties and charac-
teristics of the waveguide must be known. The capability to
perform the appropriate acoustic propagation computations
is also required. Time-domain imaging of this type is closely
related to seismic imaging methods, and is known as migra-
tion in the literature of exploration geophysics.*’

Clearly, the resolution of the source in the waveguide,
and the degree of sidelobe contamination, will strongly de-
pend on the acoustic environment and the waveguide struc-
ture. The more complex the waveguide environment is, the
more uniquely a specific location within it may be defined.
This uniqueness will generally improve the resolution of the
source and reduce the ambiguities due to sidelobes. How-
ever, the increased complexity of the waveguide also makes
it more difficult to isolate and analyze the effects of individ-
ual waveguide parameters on the matched-filtering process.
In order to better understand the nature and variability of
this process we decided to adopt a simple waveguide model,
so that we could investigate the optimum filter as a function
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of only a few parameters. Problems in source identification
and location due to increased sidelobes were avoided by
careful choice of the search procedure, which we shall de-
scribe later. In the work reported here, therefore, the vari-
ation in time-domain image resolution and sidelobe reduc-
tion as a function of frequency bandwidth, mode selection,
and the number of hydrophone receivers, are investigated
for a simple two-layer Pekeris waveguide model with shal-
low water depth (20 m) and short range (1500 m). The
range of acoustic frequencies limited the number of normal
modes propagating through the waveguide to the first 13
modes.

Section I of this paper gives a brief review of the propa-
gation theory and correlation technique used in this study.
Section I1 gives signal transmissions. Section III gives a loca-
tor and measure of performance. Section IV discusses the
effects on the performance of the time-domain matched-fil-
ter technique of varying the bandwidth, mode, and number
of receivers. This is followed by a summary of the conclu-
sions drawn from the study.

I. THEORY

The normal mode formulation of the transmission prob-
lem was chosen because a set of eigenfunctions for each fre-
quency is sufficient to compute the pressure fields every-
where. We believed that the numerical cost of making mode
calculations at many frequencies would be lower than the
cost of making ray traces to many receivers. Actually the
computation times were larger than we expected. Even
though it was necessary to compute the eigenfunctions only
once, the subsequent calculation of the pressure fields still
proved costly because closely spaced frequencies were re-
quired to avoid difficulties due to “‘wrap around” effects in
the Fourier transformation process.

Referring to Fig. 1, we follow the procedure outlined in
the introduction by first propagating a transient signal from
the source to one or more receivers on the vertical hydro-
phone array; and then matched-filtering the received signals
by time-reversing them and propagating them back along
the waveguide to the source location (or to positions adja-
cent to the source location). We will compare these re-trans-
mitted signals, with that re-transmitted and received at the
correct source location, as a function of range mismatch only
(i.e., we use the correct source depth for all calculations).
This assumption simplifies the study considerably and facili-
tates the purpose of isolating and identifying the effects of
varying the relevant parameters on the filtering process.

The source spectrum S(w) and the transmission func-
tion to the nth receiver T, (r,,,w) are written separately,
where w is the angular frequency 2xf. For simplicity, we
start with the transmission to one receiver and then extend
the derivation to N receivers. The transmission function has
the usual normal mode solution for a harmonic source™*”

T,(r,w) =73 8,(2)9,(z,)U,(r,), (N

where z, and z, are suppressed in the notation for T, but are
implied by the argument r,,, and
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FIG. 1. Transmissions in a waveguide. (a) An impulse i transmitted from
the source and received at an array of receivers. The signal from each receiv-
er is time reversed and stored for later transmission. The receivers are num-
bered from 1 to Nand are at the depths z,,. (b) The time-reversed signals are
transmitted by transducers at the same locations as the receivers.

U, (r,) = (qm/\/;;)e B (2)
k,, = horizontal component of the wave number,
r,, = range from source to nth receiver,

q,, = excitation function, (3
&, (z) = eigenfunction for source or receiver,

z, = source depth, and z, = receiver depth.

Letting S(w) be the Fourier transformation of the source
signal s(#), the spectral amplitude of the pressure signal at
the nth receiver is

P, (r,w)=Sa)T,(r,o), 4)

and the pressure signal is

Pa(rst) =f’ P, (1, w)e*”" df. (3)

In the work described here the source spectrum S(w) is a
boxcar function of variable bandwidth. The Fourier trans-
formation of this function gives a transmitted time signal
s(¢) with a sinc function envelope.

A. Time-reversed signal

The complex conjugate of (5) gives the time reversed or
matched signal

pa(r.. 1)=f P(r,w)e "7'df (6)

The holographic image is formed by transmitting the
time-reversed signal through the transmission function. The
image is mapped by numerically transmitting the time-re-
versed signal to *“probe receivers” at a set of ranges and
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depths, r,, and z,. In our numerical examples, the probe
depth was chosen to be the same as the source depth so that
we could concentrate on the range effects. The spectral am-
plitude of the pressure at the probe position is

P,(r,,,@) =Py (r,0)T,(r,,»), (N
P,(r,,»)=S*(o)Tr,o)T,(r,,0). (8)

The substitution of the mode summations (1) gives a double
summation where we use m and m’ as the summation in-
dices:

Pp(rpn’w) == S.((D)z Z ¢: (z.v )¢: (zn )¢m' (zp)

X¢m’ (zn)U:(rsn)Um'(rpn)' (9)
The range information is carried in the product
- qm qm‘ .
Um (rm ) Um' (rpn ) = '—m exp[I(Kmrw - Km' rpn ) ]!
snt pn

(10)

and the depth information is carried in the product of the
eigenfunctions, the ¢, (z,), etc. We note that, since the U
and ¢ functions appear together within the double summa-
tion in (9), the range and depth information about the
source dres not appear to be simply separable except by fil-
tering individual modes.

The time domain pressure p,, (7,,,?) is the Fourier trans-
formation of the spectrum

Pp(Fpsl) =J P,(r,,.w)e” 7" df.

The expressions are evaluated numerically by using a finite
or discrete Fourier transformation algorithm.

While the original pressure p(r,,,) may be a transient
function of time, the finite Fourier transformations do a
“wrap wround” and “‘create” a periodic function

p(ry, ) =p(r,,t+ 1), (12)
where T is the fundamental period of the Fourier transfor-
mation. Since the transmission is dispersive and the group
velocities decrease with increasing mode number, some pre-
liminary computations are needed to estimate signal travel
times and durations. Commonly the fundamental period T'is
chosen to be roughly twice the duration of the signal.

(1)

B. Array of receivers

The computations of p(r,,,t) are repeated for each re-
ceiver and then summed over the array of N receivers to give
a *‘pixel” of an image at r, and z,

N
5,(1) = lep(rp,,,t) (13)

and the substitution of the summation and Fourier transfor-
mation gives
* N
s, (1) :f S*w) Y Tr(r,o)T,(r,,0)e*™ df.
» n |
(14)
We note that the image function s, (¢) is the convolution of

the source spectrum S(w) with the cross correlation of
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oy,

T,(r,,®) and T,(r,, @), summed over receivers. In our
following discussion we will use the term “‘correlation peak”
to mean the peak of the cross correlation of T, (r,,,w) and
T, (r,,.»). The Fourier integral can be replaced by the finite
Fourier summation by letting T be the duration of the signal
and J be the number of samples. The sampling interval and
frequencies are
At=T/J and 1, =k A4, (15)
w; = 27j/T. (16)
The equivalent summation for the finite Fourier series is
s, (k At)

& & J J J
= S(Z —)T:<rs,,,2 —)T,,(r,,,Z —)
2 25\ o)\ T
X exp(izn' Jk At ) s
T

where again T is the fundamental period.

an

Il. SIGNAL TRANSMISSIONS

The geoacoustic environmental model used for this
study is the two-layered liquid half-space model of Pekeris. '°
The model consists of a shallow isospeed water layer of uni-
form density overlying a faster, isospeed, semi-infinite fluid
bottom of uniform (and usually higher) density. The Pe-
keris model is a widely used, well-understood standard mod-
el; and even though it is a simple model it does possess fea-
tures that are very similar to several matched-field
experiments that have been perforined. Since the acoustic
wave functions within the waveguide are calculated analyti-
cally, without need for recourse to numerical techniques, the
performance of the propagation calculations for the study is
greatly facilitated. Thus, the two-layer Pekeris model is a
good choice for present purposes. The parameters are given
in Fig. 2. No acoustic attenuation is included for either layer.
The acoustic frequencies used vary from 54 to 878.5 Hz. In
this waveguide, this frequency range gives rise to a minimum
of 1 mode and a maximum of 13 modes. The transmitted
source spectrum is a boxcar function. The lower frequency

AR
T : T
M SouRce/PROBE WATER  pecemers/ li oom
b URECENER  c-1500 mis SOURCES (3
p=1m kg/f"3 H
c=1800 m/s BOTTOM
p=1760 kg/m®
1500 m J

fe
|

FIG. 2. Waveguide geometry and parameters. The uniform waveguide is
known as the Pekeris model.'"" The source is at 13 m depth and 1500-m
range from the receiving array. For single receiver transmissions, the receiv-
eris at 10-m depth. Receivers or sensors are added at the depths Y and 10 m,
then8and 11 m, etc..,to 3and 17 m.
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limit is always 54 Hz and the bandwidth is increased by mov-
ing the upper frequency limit only.

The source/receiver geometry within the waveguide is
shown schematically in Fig. 2. The source is placed at a
depth of 13 m and the hydrophone receivers are spaced 1 m
apart on a vertical array 1500 m from the source. When only
one receiver is used to filter the signal transmitted by the
source, the central hydrophone at 10-m depth is chosen. Ad-
ditional receivers are incorporated into the filtering process
by first adding the hydrophones immediately below and
above the 10-m hydrophone (i.e.,at9and 11 m). Then those
at 8 and 12 m are added; and then those at 7 and 13 m, and so
on. By this means the length of the receiving array is in-
creased by successive 1-m increments added symmetrically
about the central (10-m) point of the water channel. The
maximum array length used is 14 m (15 hydrophones).

The transmission from an impulsive source to a receiver
is shown in Fig. 3. Figure 3(a) shows the signal for 192-Hz
bandwidth and 4 modes (150-Hz center frequency). An in-
crease of the bandwidth to 825 Hz and 13 modes (466.5-Hz
center frequency) gives the signal shown in Fig. 3(b). The
dispersive transmission in the waveguide causes the impul-
sive source transmissions to have about 0.15-s duration. Ex-
amples of the time-reversed transmissions to matched posi-
tions are shown in Fig. 4. The signal bandwidth and the
number of modes affect the width of the correlation maxima.
Figure 4(a) shows the signal for 192-Hz bandwidth and 4

- chaadfite s
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FIG. 3. Transmission from frequency bandlimited source to a single receiv-
er. The geometry and waveguide are shown in Fig. 2. The receiving sensor is
at 10-m depth. Compare the complexity of the two examples. (a) Band-
width 192 Hz and 4 modes. (b) Bandwidth 825 Hz and 13 modes.

2168 J. Acoust. Soc. Am., Vol. 92, No. 4, Pt. 1, October 1992

1.00

075

ARBITRARY UNITS
o

o B
%

0.75

ARBITRARY UNITS
o
>

-100 i ] I ] 1 L i !
095 096 097 098 099 100 101 102 103 104 105
TIME (sec)

FIG. 4. Time-reversed transmissions to a probe receiver at the source or
matched location. The transmissions are from a transducer at 10 m and use
all excited modes. (a) Bandwidth 192 Hz and 4 modes. (b) Bandwidth 825
Hz and 13 modes.

modes. An increase of the signal bandwidth to 825 Hz and 13
modes gives the correlation shown in Fig. 4(b). Spatial reso-
lution in source location depends on the reduction of the
correlation maximum as the probe receiver is moved away
from the matched position. Figure 5 shows the effects of
mismatch for the two transmissions shown in Fig. 4. As one
would expect, the wide signal bandwidths and more modes
show larger effects for mismatch of position. The correlation
of the original transmitted signal and the effects of position
mismatch were demonstrated a long time ago by Parvulescu
and Clay in acoustic transmissions across the Tongue of the
Ocean. 11.12.8

Ill. MEASURES OF PERFORMANCE, A SIMPLE
LOCATOR

Measures of locator performance are functions of signal
frequency bandwidth and the number of modes. Perfor-
mance is also a measure of the spatial resolution and the
relative magnitudes of sidelobes as compared to the correla-
tion maximum at the matched position.

A. Sidelobes

A maximum locator, defined as follows, gives a simple
measure of relative amplitudes of the sidelobes

max|S, (t,)

L, E___l__"__'_l_, (18)
max|S, (£,)]
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FIG. 5. Time-reversed transmissions to matched and unmatched locations.
In all examples the probe receiver depth is z, = 13 m, the same as the origi-
nal source. The matched range is r, = 1500 m. The unmatched range is r,
= 1250 m. (a) Matched position: bandwidth 192 Hz and 4 modes. (b)
Unmatched position: bandwidth 192 Hz and 4 modes. (c) Matched posi-
tion: bandwidth 825 Hz and 13 modes. (d) Unmatched position: band-
width 825 Hz and 13 modes.
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where ¢, and 7, are the times of the respective maxima of the
probe signal |S, (#,)| and the matched signal |S, (¢, )].

A plot of the relative maxima of the correlations L, as
the probe receiver is moved from the matched position is a
simple locator. A typical location curve is shown in Fig. 6.
The bandwidth used for this example is 192 Hz. All available
propagating modes are used to carry the signal information.
This example also uses a fuil 14-m length, 15-hydrophone
array of primary receivers. The source depth is 13 m and the
source range is 1500 m from the array.

The curve shown in Fig. 6 clearly indicates a main peak
at the correct range. On either side of the main peak, how-
ever, are two large sidelobes. We can see that the right-hand
sidelobe has a peak-height of ~0.95, which makes it a seri-
ous ambiguity when attempting to identify and localize the
true source. Another major sidelobe appears on the left side
of the main peak with height slightly less than 0.9. There are
also numerous sidelobes with heights ~0.7-0.9.

B. Spatial resolution

Another important aspect of Fig. 6, primarily affecting
source localization, is the width of the main signal peak.
Ideally we would like to measure this quantity between the 3
dB (i.e., half-height) points on either side of the central max-
imum. Examination of Fig. 6 shows, however, that the value
of the location function does not fall to 0.5 anywhere within

i0
09 |
08 k,
07 |
06
L, 05
04
03
02
01
0
10
09
08
07
06
L, 05
04
02 |
o1 |
0 I L 1 A
1250 1300 1350 1400 1450 1500 1550 1600 1650 1700 1750

)

15 HYDROPHONES

L1 1 1 1

FIG. 6. Locator performance as a function of range to the probe receiver.
The locator L, is defined in Eq. (18). The curves show locator performance
as a function of probe range. The probe depth is 13 m, the source depth. The
solid curves are for 1 receiver (hydrophone) at 10 m. The dotted curves are
for 15 receivers, Fig. 2. The matched position is 7, = 1500 m. (a) Band-
width 192 Hz and 4 modes. (b) Bandwidth 825 Hz and 13 modes.
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the range window displayed. This applies not only to this
example, but for several other cases considered in this work.
In order to be able to quantify the width of the central peak,
it was decided to measure the width between points at 0.85 of
the maximum value. The two points are indicated in Fig. 6.
The curves were drawn by connecting data points, spaced
every 12.5 m in range, with a series of short, straight-line
segments. The 12.5-m spacing was adopted to reduce the
computational cost of doing the problem; but the coarseness
of the grid makes accurate measurement of the peak-width
difficult. To overcome this difficulty, and allow a reliable
and consisient deterinination of the peak width and peak-to-
sidelobe ratio, a 5-point smoothing filter was applied to the
location function data for every case. The location function
was computed over a much finer grid spacing for compari-
sons with the smoothed function. Good agreement was ob-
served between the finer grid data and the smoothed func-
tion. Both the peak-width measurement and the smoothing
procedures were applied identically to the data sets for all
cases.

IV. LOCATOR TESTS OF SIGNAL BANDWIDTH, MODES
AND ARRAYS

The main peak width and peak-to-sidelobe ratios were
obtained and investigated as a function of: (a) frequency
bandwidth; (b) number of propagating modes; and (c)
number of hydrophone receivers.

A. Frequency bandwidth

Improvements in peak resolution and peak-to-sidelobe
ratio, as a result of broadening the frequency bandwidth
avatilable for carrying the signal, are based upon the expecta-
tion that additional frequency components will add con-
structively at the (matched) source location and destruc-
tively away from the matched location. This should improve
the definition of the source peak, by making it narrower and
sharper and also reduce the height of sidelobe ambiguities.
Figure 4 shows this effect. Increasing the bandwidth of the
boxcar source frequency spectrum, from 192 to 825 Hz, sig-
nificantly sharpens and narrows the correlation maximum.

B. Number of propagating modes

The effect of bandwidth variation upon the acoustic
field structure in the waveguide is more complicated than
simple frequency addition, because increase of the upper fre-
quency limit also increases the number of propagating
modes. The rise and fall of sidelobes is due to the construc-
tive and destructive interference of the normal modes. These
are spatially varying and time-varying pressures. Their spa-
tial frequencies, as functions of range, are the horizontal
components of the wave numbers. Each frequency compo-
nent in the source signal will generate its own set of modes
(and therefore its own acoustic field) with horizontal wave
numbers different from those of the other frequency compo-
nents. The sum over all frequency components and modes
add constructively at the matched location. Away from the
matched location, some components will add constructively
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and others will add destructively. The positions of the side-
lobes will vary with frequency. With many frequency com-
ponents and modes, the sidelobes will tend to small values.

The effect of broadening the bandwidth upon source
resolution must be carefully distinguished from that of rais-
ing the number of normal modes available to carry the signal
information. At higher frequencies the number of normal
modes that the waveguide is able to support is greater when a
new mode is initiated. This, of itself, will improve the averag-
ing capability for signal enhancement. In this work we want
to maintain the distinction between these, and to isolate their
individual effects upon the averaging process. In this section
we are concerned with increasing the frequency only; so we
will sometimes encounter the somewhat artificial situation
of having a broad frequency band, but deliberately restrict-
ing the number of modes below that which the waveguide
could support at the high-frequency end of the spectrum.
Such a procedure would have a practical application in the
use of specially designed arrays to filter and propagate high-
frequency signals through the waveguide using only selected
modes.

Sidelobes occur where two or more modes interfere con-
structively at a given range and depth. If modes » and m have
horizontal wave numbers «, and «,,, respectively, then the
interaction between them is defined by the wave-number dif-
ference Ax,,, = |, — k,,|. This has an associated interac-
tion distance (or wavelength) 4,,, = 27/Ax,,,. Sidelobes
arising from the interference of modes 1 and 2, for example,
will be spaced apart in range by an amount 4, and so on.

In Fig. 7 we see displayed the variation of Ax,,, AKss,...,
Ak, as a function of frequency, for the waveguide under
consideration. In the figure we see that the A, curve starts
at a frequency of about 100 Hz (when mode 2 is initiated and
available to interfere with mode 1). The Ax,; starts at about
170 Hz, when mode 3 is initiated, etc. We note that in all the
curves displayed the value of A« falls asymptotically from an
initial high value to a limit at high frequency which is differ-
ent for each pair of modes. The improvement in source reso-
lution obtained by frequency averaging is due to the corre-
sponding variation in Ax,,, for the various pairs of modes
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FIG. 7. Horizontal wave-number differences Ax,,, as a function of frequen-
cy. The differences between wave-number values for pairs of adjacent
modes are plotted as a function of frequency. Each curve is plotted from the
frequency at which the higher mode of the pair is initiated. For example. the
Ax, . curve begins at a frequency of about 100 Hz, where mode 2 appears.
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‘(n;m) over the frequency range chosen. In Fig. 7 Ax,,, for
example, falls from an initial value of about 0.055 m ' at
100 Hz t0 0.009 m ~ ' at 878.5 Hz. This corresponds to an
increase in the interaction distance 4,, from 114 to 698 m
over the same bandwidth, which should promote a signifi-
cant degree of sidelobe suppression.

The effects of insufficient frequency averaging are readi-
ly seen in the following example. Figure 8 shows the signal
location function for a 192-Hz bandwidth (54-246 Hz) sig-
nal, which is emitted from a source placed in the water close
to the water/bottom interface (i.e., near 20-m depth) and
received by a hydrophone at depth 12 m. The source is
placed near to the boundary in order to couple more energy
into the higher modes. We see several rapidly varying side-
lobes on either side of the signal peak, due primarily to the
interaction of modes 1, 2, and 3, which all have significant
levels of excitation. Mode 4 is also quite highly excited, but
only appears at 238.5 Hz and therefore does not nlay an
important part in the location process over the chosen fre-
quency band. Figure 7 indicates that the average value of
Ak ,, over the frequency range in which both modes 1 and 2
are active, is ~3.95X 102 m'. This corresponds to an
average value of 4,,~ 159 m. Figure 8 clearly shows two
sidelobes, one on either side of the signal peak and 160 m
from it (labeled “A™"). These arise directly from the interac-
tion of modes 1 and 2. The spacing is 160 m, rather than 159
m, because the sampling interval in the data is 10 m. Similar-
ly, the two sidelobes labeled **B” arise from the interaction of
modes 2 and 3. The average value of Ax,;=5.95x107?
m ', giving 4,,~ 106 m. Figure 8 shows the two sidelobes
120 m on either side of the signal peak. This is more than one
san:pling interval greater than the calculated value; but is
still well within the range of values spanned by the data in
Fig. 7. The two sidelobes labeled ““C” arise from the interac-
tion of modes 1 and 3. The average value of
AK,;=9.25X 10" m ', which gives 4,;~68 m. The *C”
sidelobes are 70 m on either side of the signal peak.

The “A,” *“B,” and *‘C” sidelobes are distinct, sharp and
sufficiently close to the signal peak, in both position and
peak value, to make accurate identification and localization
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'FtO. 8. Locator performance for a source mounted close to the bottom and
‘a single probe receiver. The curve shows locator performance as a function
of probe range. The probe depth is 10 m, the source depth is 17 m. The
jpandwidth is 192 Hz. .
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of the signal difficult. Clearly, the narrow bandwidth used in
this example is not sufficient to broaden and reduce the side-
lobe level, and thus does not serve to effectively enhance the
resolution of the signal peak.

C. Arrays

The problem of using more than one receiver in the
waveguide is more subtle than it might seem at the outset. By
the nature of the solution (1), a sensor at depth z, senses all
modes except the modes for which ¢,, (z,) = 0. Asensorata
different depth can sense that mode and increase the infor-
mation. When all modes are sampled at all frequencies, the
addition of more sensors in the array does not appreciably
increase the amount of information. Improvement of source
location by increasing the number of receivers in an array
depends on the number of modes that are propagating and
the frequency range.

The performance of the locator defined by (18) has at
least two dimensions or measures. The width of the correla-
tion maximum and the relative heights of sidelobes or ambi-
guities are the more obvious measures. These measures are
not orthogonal because the width of the correlation maxi-
mum at the matched position and relative sizes of the side-
lobes appear to be interrelated. We have chosen to display
the width of the correlation maximum at the matched loca-
tion versus the ratio of the maximum of the sidelobes to the
maximum of the correlation at the matched position as pre-
dicted by (18). The parametric variables are the frequency
bandwidth, number of modes, and number of sensors.

The locator performance for a single receiver is shown in
Fig. 9. The variables are the signal bandwidth and the num-
ber of modes. The maximum number of modes is limited by
the upper frequency limit. Starting on the upper right of the
figure the highest frequency is 192 Hz, corresponding to a
bandwidth of 138 Hz. Here the performance is poor. As the
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FIG. 9. Locator performance for single receiver and frequency bandwidth.
The width of the peak is plotted as a function of maximum sidelobe/peak.
The probe receiver depth is 13 m. The sidelobe maximum is for all probe
ranges from 1250 to 1750 m. The number of modes increase with increase of
the upper frequency limit. The open circle at the upper right is f= 192 Hz
and 4 modes. The next open circle is f = 192 + 25 Hz. Solid circles indicate
the addition of another mode. Increasing the upper frequency limit moves
the circles downward and to the left.
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upper frequency limit (and the bandwidth) is increased in
25-Hz increments, the points move downward and to the
left. The number of modes also increase as the frequency
limit increases. The solid circles and numbers indicate points
at which new modes have been added. Although the perfor-
mance improves as the frequency bandwidth increases, the
sidelobe to peak ratio is high, about 0.72 at 842 Hz. The
width of the maximum decreases from about 72 to 36 m. The
poit.ts in Fig. 9 do not fall on a perfectly smooth curve, due to
the relatively coarse range sampling interval used to plot the
locator function, which was chosen to make the computa-
tions tractable. Estimation of the peak width and maximum
sidelobe level from the resulting plots [see, for example, Fig.
6(b)] led to small fluctuations in these quantities.

Clearly the signal frequency bandwidth and the number
of modes are the primary determinants of locator perfor-
mance. Our question is how much improvement can we ex-
pect by increasing the number of sensors in the array. We
have chosen to concentrate on two frequency bands, 192 Hz
with 4 modes and 825 Hz with 4 and 12 modes. Referring to
Fig. 10, the performance of the locator for 192-Hz signal was
poor. The performance of the locator shows the effect of
adding sensors to the array. The sidelobe to peak ratio did
not change much, but the width of the maximum decreased a
little as the number of sensors was increased from 1 to 15.
Still keeping only 4 modes, increasing the signal frequency
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F1G. 10. Locator performance for an array of receivers. Examples are
shown for two frequency bandwidths, 192 and 825 Hz. Examples are also
shown for 825 Hz with 4 modes and 12 modes. Each of the series of points
starts with | receiver at the upper left and moves downward and left as the
number of receivers in the array increases.
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range to 825 Hz put the set of locator performances in a
better region. As the number of sensors increased from 1 to
15, the sidelobe-to-peak ratio decreased from about 0.8 to
0.55 and the width decreased from about 50 to 40 m. The
same types of computations for all modes gave sidelobe to
peak ratios of about 0.73 for 1 sensor and 0.5 for 15 sensors in
the array. The widths of the correlation maxima decreased
from about 37 to 30 m.

V. CONCLUSIONS

Source location in a simple uniform waveguide is diffi-
cult. The sidelobes are large and the correlation maximum is
wide. The most effective way to improve locator perfor-
mance 1s to increase the signal bandwidth. Increasing the
number of modes gives some improvement but no **quantum
leaps” occur in either reduction or width of the maximum.

If adequate frequency and mode bandwidths are avail-
able, more sensors in the array improve both sidelobe reduc-
tion and reduction of the width of the maximum.
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